


TO OUR 1988 VEHICLE OWNERS

Al Ford Motor Company, excellonca is the continuous commitmant to achlave
the bast possible result, It is dedication to fearning whal the customer wants,
detarminaton 1o dovelop 1ho righl concept and execution of that concep: with
caro, precision and attention to detail, In short, excellence means belng the
standard by which others are judged,

Our Guiding Principles:

Quality comes first, To achieve customers satisfaction, the quality of our pro-
ducts and sorvices must be our numbar one priority.

Customers are the focus of everything we do. Our work must be dona with
Our customerns in mind, proviging batter products and services than our

COMPaion.

Continuous improvement is essential to our success. We mus! strive for ex-
collonca in averyinhing we da: in our products, In their safely and value — and
In our servicaes, our human relations, our compatitiveness and cur prefitabliity,

Employee involvement is our way ol life. We are a team, We must ireat each
other with trust and respect,

Dealors and suppliers are our pariners, The Company must maintain mutually
banelicial relationahips with dealers, suppliers and aur cther business
NusSOCnten.

Intagrity n never compromised, Tre conduct of cur Company worldwide must
DO pursuad I a manner that is soclally respensible anc commands raspact
Ior its indagaity and for s positive condributions 1o sccisty.

Copynght ©) 1287 Ford Motor Compan'y
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Welcome

This guide will famifiarize you with cperational,
maintenance and sal'ely informaticn about
vour néw XA4Ti. 0 s supplemeantad by a War-
ranty Information bookiet. We urge you to read
these pubbications completely and carsfully
and follow tha recommendations to help en-
sure the enjoyabie and safe cperation of your
new vehicle.

Whaen your XRB4Ti requires sarvice, remember
that your Merkur dealer knews your vehicla
benl, has the factory trained technicians,
recommaenvded special tools and genuine Ford
und Motorcra®t replacement parts, and ia
dodicated 10 your completa satisfacton. I you
nond spacial service assistance while travel-
) anywhere in the United States or Cansda,
noy Maorkar deater will Be happy 16 2ssist you.
Weo have included a tisting of the franchisad
Markur doales in your Owner Guide pe-tiolio,

Becaune subsequoent owners require this im-
podant information ss woll, theso publications
should remain with the vehicle when itis sold.

The descriptions and specifications contain-
ed in ths guide were In affect at the time the
guide was approved for printing. Ford Mctor
Company raserves tha right o change
specifications or design, without notice and
o 1ihout incurring obligation. The equ pmeant
described within this gulde may nct be iden-
I'hed as sither standard or optional.

CANADIAN OWNERS

it preferred, French Owner Guides for current
modals can ba obtained either from your
dealar or by writing to Ford Mctor Cempany
of Canada Limited, Service Publications, #O.
Bex 1580, Staton B, Miasissauga, Ortaric LAY
4G5

CAUTIONS AND WARNINGS

Throughowt this gulde, you wil fing CAU-
TIONS and WARNINGS. WARNINGS ramind
you 10 be especigly carelul 1o ave'd personal
inury. CAUTIONS are given o orevent you
from making an errar which could camago
your XHATI and possibly cause persoral injury.



WARRANTIES

The waranties covering this velicle are stated
in detall in the Warranty Information booklet.
Subjects covered '

* Vehiole Warranty Coverage
* Component Warranty Coverage
¢ Emission Control Symems Wacranties

You should rend the Warranty Information
booklet carafully. It contains a basic statament
of your nghta and responsibilities,

It you lose o misplace the Warcanty Informa-
Hon Bookist hat came with your new vehicle,
YOu may obtain a replacement copy free of
chaige from any Maedkur dealer, or from the
nearmsl Ford Pars and Service Division
District Ofticn listed under Custemer
ARsisanon in this guide, You may also contact
Fard Parts and Sensice Division in Dearborn,
Michigan by calling (313) 3278950 or by
wilting 1 Ford Parts and Service Division, PO
Bow 1805, Deartxorn, Michigan 48121,

N Canada, you may cortact the nearest Ford
o Canada Regional Ollice, listed elsewheara

In this guide, or you may write the Naticnal
Ownar Relations Manager, Ford Motor Com-
pany of Canada Limitad, PO. Box 2000,
OCekville, Ontario LGJ SEA.

FORD EXTENDED SERVICE
PLAN (U.S. and CANADA only)

FORD MOTOR COMPANY DEALERS OFFER
"THE ULTIMATE OPTION" — YOUR KEY TO
FUTURE COST PROTECTION.

Many Ford Motor Company dealers offer the
optional Ford Extended Service Plan contract
for buyers of new Ford Motor Company
vehicles, The Ford Extended Service Plan,
cevering specifiad major components, pro-
vides longer service protection than the vehi-
cle's basic warranty.

If you ¢id not take advantage of the Ford Ex-
lendad Service Plan at the time of vehicle pur-
chase, YOU NMAY STILL BE ELIGISLE. See
yeur dealer at cnce for detalls of the ‘Ultimate
Optien' in exira protectian.



General Information

Keys

INTRODUCTION



Lifetime Service Guarantee

Many Ford Mator Cempany dealers offer the
ftoa Litetime Service Guarsantes, If wou aver
need W0 hava your Ford, Mercury, Lincoln,
Maorkur or Foed Lignt Truck tixed afer yous nove
vehicle warranty oxpires, you pay a par-
Beipating dealar for any covered “epair and he
will guaranioa that, if ine covared rapalr ever
hos 10 Ba lixad again, ha'll ix it free. Free pars.
Frow lnbor The Guarantee lasis as leng as you
Own your vehicle. Ask 1o see e erms and
conditions of this mtad Guarantee when you
vislt your participating dealer.

Cansdian Owners — This program is noct
svaliable In the Province of Saskalchewan,
ol s known in the Province of Quebec as
"Protection Reparations Permanenta’

VEHICLE IDENTIFICATION
NUMBER (VIN/Serial Number)

- ———

&

The Vehcle ldentification Number [VIN} i3
stamped cn 8 metal tag attachead to the instru-
menl panel, localed nears tha bottam of the
windshield on 1ne driver's side, I1is vsible from
cutside the vehlcle through the vindsh eld.

You will also find the VN and other important

information ¢ the Sa‘ety Compiiance Ceor-

tifcation Label. The lakel 5 allached 1o the left

front door 'ock lacing ¢r door latch pos: pillar

This label Is requ.red by the National Highway

Tra'lic Safely Administration. and Is made of

special materizl Ifitis altered, tampered with

or removed, i1 will be dastroyad or a serias of-
diagonal Fnes will apgear,

if you ever find it necassary 1o communicats
with Ford NMotor Company about your vahicla,
always Include the VIN with your
cammun cation

A new Federal law requires Ford (o altach the
VIN ¢ specified parts o your 1888 vehicla. Tha
purposa of the aw is 1o impede vehicle theft,
in particular, thefi of vehicas to obla n replace
mean parts. Accordingly, the VIN is printed on
special labels and 1he labels attachad to the
front fenders, doors, hood, trun < Hd. BumoDers,
and raar quarter pane’s ¢l your vehicle, 7o
d scourage vahicle 1helt, a'din tha arrest and
convicton of vehicia thieves and those who



ceal in stolen vehicla parls, and 10 comply with
the law, the VIN labels should not be remoxy-
ed from the pars

KEYS AND KEY RECORDS

Your vehicle is provided with two reversible
kerys {Type TX) that can be Inserted either way.
Both keys witl cperate tha ignition switch and
all door locks, inciuding the lifigate and glove
compariment door. The molded teb attached

to each key has the key idemtification numbaer
stamped an it. For speedy replacemaent of lost
keys, keep these labs in a sale place separate
frcm the koeys,

COMBAT VEHICLE THEFT — ALWAYS
AEMOVE THE KEYS AND LOCK ALL
DOORS WHEN LEAVING YOUR VEHICLE
UNATTENDED.

CAUTION — If extra keys are desired by
owner, they should be purchasad through
a Markur dealer 1o ensure that correct key
blanks are used. Incorrect key blanks can
rasult in damaged locks.

WARNING — Leaving unattended
children, non-responsible adults or
pets in the vehicie could create situa-
tions which may lead (o accidental in-
jury to occupants or others.



Torch (Penlight) Key

Incorporated in the head of one key is a hight
inat is Huminated by squeezing the pressure
Swilch in the center of the “ay head, To ebtain
the maximum lite from the batlery, itis recom-
mended that the light only be usad 1o locale
the door leck when visiblilly is peorn The bat-
t2ry IS bulll into a sealed cartridge which also
contains the bulk: Replacement cartridges and
kay blanks are available from your Merkur
deaior,

T teimove the cartridge, press in the Merkur
BAtgn 0n the sida of tho key grip and gantly
e the cartridga sway trom the Haso of the
by hoad

IGNITION SWITCH/STEERING
LOCKS

Four positions are marked cn the lack:

Key Position 0:

The ignitien is ofl and the stearng whee! is
lockad when the key 3 removed, The key can
aoly be reameved in this position,

WARNING — The 0" (lock)} positian
focks only the steering wheael and not
the shift control levar. Sudden and
unexpected vehicie movement may
occur if the shitt control lever is mov-
ed out of P (PARK) (automatic
transmisslon) or ou! of gear (manua!
transmission) and the parking brake
is not set,



To unlock, push the kay in the lock and turn
the key. If difficully is encounterad in turning
tha kay from position 0 (LOCK). move the
sleering whaet left or right until the key moves
frasly.

Afar ramoving the key, turn the steering wheel
siightly until the steering lock is engaged.

WARNING — Before leaving the
driver's seal, you should always make
sure the gear selector lever is engag-
ed in P (PARK) with an automatic
transmission or 1 (FIRST} with a
manual transmission.

Set the parking brake fully AND shut
off the ignition. Unexpected and
possibly sudden vehicle movement
may occur if these precautions are
not taken. Mever leave chlidren or
animals unattended In the vehicle,

Key position I:

The steering Is unlccked. The gnition remains
off but the clock Is displayed and the radio may
be operated,

Key position ll:

The sgnition and all circuits are on. This is the
normal key position after the vehicla is started,
\When the ignition is swilched on, all warning
bghts will Huminate for a bulb check,

Key position lil:

The starter motor is cperated. On vehicles
equipped with an automalic transmission, the
gearsnift selactor lever must be in P {PARI)
or N (NEUTRAL} for the starter moior O
operata. With a manual transmission, the ever
must ba in the NEUTRAL positlan. The engine
will crank until you relaasa the key |1 tha key
nas been released. it must be raturned o posi-
tion | before tha starter motor can be operated
again.



Instrument Panel and Callouts
Gauges

System Indicators

INSTRUMENTATION



INSTRUMENT PANEL

fan]

3=

o

12
13.
14.

18,

L)

20,

LEFT SIDE PANEL VENTS
FOG LAMP SWITCH

. DOOR WINCOW DEMIST

VENTS

. HEATED REAR WINDOW!

HEATED DOOR MIRROR
SWITCH

. REAR WINDOW WASHER/

WIPER SWITCH
SPEED CONTROL ON/QFF
SWITCH

. INSTRUMENT PANEL

ILLUMINATION CONTROL

. SPEEDOMETER
. ODOMETER

10,
(R

TRIP ODOMETER

TRIP ODOMETER RESET
BUTTON

FUEL GAUGE
TEMPERATURE GAUGE

TURBOBOOST/VACUUM GAUGE
. TACHOMETER
16:

VARIABLE INTERVAL
WIPER CONTROL

. TEMPERATURE CONTHCL

LEVER

AIR DISTRIBUTION LEVER/
DEFROST-DEMIST
WINDSHIELD WIPER/
WASHER CONTROCL
LEVER
HEADLAMP/PARKING
LAMPISIDE MARKER/TAIL
LAMP LEVER

1. STEERING WHEEL
2, HORN
. HAZARD WARNNG

FLASHER SWITCH

SYSTEM INDICATOR

LIGHTS

~— HIGH BEAM INDICATOR
LIGHT

— OlL PRESSURE
WARNING LIGHT

— TURN SIGNAL
INDICATORS
— CHARGE SYSTEM
WARNING LIGHT
, — BRAKE SYSTEM/
PARKING BRAKE
BRAKE WARNING
25, TURN SIGNALFLASH-TO-
PASS/HIGH BEAM LEVER

9




INSTRUMENT PANEL (Continued)

1. RIGHT SIDE PANEL VENTS
2. DOOR WINDOW DEMIST VENTS
3. AUXILIARY WARNING SYSTEM AND GRAPHIC 6
INFORMATION MODULE
— FRONT BRAKE PAD WEAR WARNING LIGHT
— LOW ENGINE COOLANT WARNING LIGHT
—. LOW WINDSHEILD WASHER FLUID
WARNING LIGHT
— LOW FUEL LEVEL WARNING LIGHT
— SAFETY BELT WARNING LIGHT AND BUZZER
4. CENTER PANEL REGISTERS
5. DIGITAL CLOCK
6. GLOVE COMPARTMENT AND LOCK

10



INSTRUMENT PANEL (Continued)

1, ELECTRONIC RADIO/CASSETTE PLAYER
2. POWER AMPLIFIER

3. HEATED SEAT SWITCHES

4 INSTRUMENT PANEL ASH RECEPTACLE
5. INSTRUMENT PANEL CIGAR LIGHTER

6. AIR CONDITIONING SELECT/FAN SWITCH
7. POWER WINDOW BUTTONS

B, PARKING BRAKE HANDLE

AUTOMATIC SHIFT
LEVER AND CONSOLE

MANUAL
SHIFT LEVER

11




GAUGES

TURBOBOOST!

SPEEDOMETER i
VACUUM
GAUGE

FUEL
GAUGE

ODOMETER

TRIP TACHOMETER

ODOMETER
TEMPERATURE
GAUGE

ODOMETER
RESET BUTTON

ST,

Speedometer

Indicates the forward speed of the vehicle in miles
per hour (mph) and kilometers per hour (km/h).

Tachometer

Indicates the engine speed in revolutions per
minute (rpm). The tachometer is red-lined at 6,200
rpm. The engine has a rpm limiter which will in-
terrupt fuel injection at 6,800 rpm.

CAUTION — Do not operate engine in red band
zone which may result in engine damage due
to excessive rpm.
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Never rev an engine just before shutdown. Do-
ing this will cause the turbocharger to con-
tinue to rotate longer after the engine has been
stopped and the oil flow discontinued to the
turbocharger.

Turboboost and Vacuum Gauge

This gauge indicates boost when the tur-
bocharger is producing boost greater than at-
mospheric pressure. Manual transmission equip-
ped vehicles are limited to 15 pounds of boost:
automatic transmission to 10 pounds. The gauge
also reads vacuum during non-boosted engine
operating conditions, such as coast and idle. If
the turbocharger generates an “‘overboost;”’ an
overboost buzzer will sound at 18 pounds of
boost.

CAUTION — If overboost is sustained, see your
Merkur dealer as soon as possible.

CAUTION — Do not operate engine in red band
zone which may result in engine damage due
to excessive boost pressure.

Odometer

Indicates the total distance the vehicle has been
driven.



Trip Odometer and Reset Bution

Indicates the distance traveled since last reset.
The reset button returns the numbers to zero
when depressed.

Fuel Gauge

Indicates the approximate fuel level. The ignition
switch must be in the Il (ON) position for fuel level
lo register. When the needle enters the red sec-
tion of the gauge, there are approximately 2-1/2
gallons (9.5 liters) of fuel remaining.

Temperature Gauge

Indicates the engine coolant temperature when
the ignition switch is in the || (ON) position. When
the needle registers within the white outlined sec-
tor, the coolant is at normal operating
tomperature. If the needle enters the red sector
(overheating), stop the vehicle as soon as safely
possible, shut off the engine and let it cool. Deter-
mine the cause.

CAUTION — [f the needle enters the red band
area and the engine is not stopped as soon as
nafely possible, severe engine damage could
rosult.
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Check the coolant level as instructed in the
Maintenance/Service section of this guide. If the
engine continues to overheat, have the cooling
system checked and serviced.

SYSTEM INDICATOR LIGHTS

High Beam Indicator Light

This light will glow whenever headlamps are on
high beam or when the headlamp flash-to-pass
is operated.

Oil Pressure Warning Light

This light will glow until the engine has started.
If the light glows while the engine is running, there
may be léw engine oil pressure. If this occurs, stop
the vehicle as soon as safely possible, shut off
the engine, check the oil level and add oil as
necessary.

CAUTION — If the engine is not stopped as
soon as safely possible, severe engine
damage could result.

Refer to the Maintenance/Service section of this
guide for instructions on checking oil levels.



Turn Signals

Flashes signal when either right or left turn in-
dicator is operated.

HIGH CHARGING

BEAM SYSTEM

INDIC ,\ron WARNING

LIGHT

Ol / /

PRESSURE

WARNING HH/\I(F SYSTEM

LIGHT mnm & PARKING BRAKE
SIGNALS ‘.‘VAI—?NI:\JG LIGHT

Charging System Warning Light

This light will glow with the ignition switch in the
It (ON) or lll (START) position until the engine is
started and the alternator begins charging. If the
light glows while the engine is running, have the
electrical system checked.
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Brake System and Parking Brake
Warning Light

This light (BRAKE) should glow when the ignition
lock cylinder is in the Il (ON) or Ill (START) posi-
tion and the engine is not running.

Your vehicle has a dual braking system. In case
of a loss of hydraulic pressure in either brake
system, the other will provide reduced braking
capability. The BRAKE warning light on the in-
strument panel will light when the brakes are ap-
plied. Once the engine is started, this light will
glow if the parking brake is engaged or if the
hydraulic brake fluid level is low. If the light comes
on while driving or braking, first check that the
parking brake is fully released. If the light still re-
mains on, check the brake fluid reservoir level
(see the Maintenance/Service section of this
guide for refill instructions).

WARNING — Any indicated malfunction
in the hydraulic braking system should
receive immediate attention to avoid the
possibility of loss of braking and per-
sonal injury.



AUXILIARY SYSTEM

FRONT BRAKE LOW ENGINE
PAD WEAR C‘<“\>l ANT SAFETY BELT
VARNING LIGHT WARNING WAHRNING LIGHT
\ l ‘\lr”
p 1%2 £

[ g I
‘./l\/r /
| '\|v/1|/,' LOW . :
'1 i3 WINDSHIELD LOW FUEL
INFORMATION o = -
MODUI |/ WASHER FLUID LEVEL
VIV WARNING LIGH: WARNING LIGHT

I'his warning system consists of the Graphic In-
formation Module and five warning lights. This
nystem is a convenience feature only. It does not
foplace periodic inspection of your vehicle.

Ihese lights will glow for approximately five
noconds after the ignition switch is turned to the
I (ON) position to allow for a visual check of the
Heghts,

It all checks are acceptable, the lights will
oxtinguish.

Should a light continue to flash off and on for half

i minute and then extinguish, a circuitry fault may
oxist. Consult your Merkur dealer.
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Front Brake Pad Wear Warning Light

This light will glow during braking when either
front disc brake inner pad has worn to a 15
millimeter thickness. The pads on both front
brakes must be replaced immediately or at the
very next opportunity.

Low Engine Coolant Warning Light

Indicates the coolant level in the coolant reser-
voir has fallen near the MIN mark. Fill with coolant
to the MAX mark following the coolant refill in-
structions in the Maintenance/Service section of
this guide.

Low Windshield Washer Fluid Level
Warning Light

This light will glow when the washer fluid reser-
voir is approximately one-quarter full. Fill the
reservoir with clear water and Ford Ultra-Clear
Windshield Washer Fluid or equivalent.

Low Fuel Level Warning Light

When the fuel level is approximately 1/8 of a tank,
this warning light will flicker or steadily glow.



Safety Belt Warning Light and
Buzzer

This light will glow and a buzzer will sound when
the ignition switch is turned to the Il (ON) posi-
tion to remind you to fasten your safety belt. The
light will extinguish and the buzzer will stop after
approximately 4-8 seconds.

Graphic Information Module

| e R{ @
> 729
d 7 ¢ \«\
/4 \ .
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{4 u J \ i
&) A Y li\ (R
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vy S \L.,—,_—_:D ot il B
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When the ignition switch is in the Il (ON) posi-
tion, all of the pictured warning lights (A, B, C, and
D) will glow for approximately five seconds to
allow for a visual check of the display.

The warning lights are color-coded as follows:

A — Doorl/liftgate ajar — Red

B — Frost — Yellow

C — Headlamp/parking lamp/tail lamp — Red
D — Brakelamp/high mount brakelamp — Red

The outline of the vehicle is green.

NOTE — This system also checks brake pedal
switch operation. The brakelamp warning light (D)
will stay on until the brake pedal is depressed
once.



The individual warning lights in this system will * When a headlamp, parking lamp, or tail lamp

also glow under the following operating bulb (C) or any related fuse is defective.

errdions: e When a brakelamp bulb (D) or fuse is defec-

e When any door or the liftgate (A) is not pro- tive. The left brakelamp indicator will also glow
perly closed. A buzzer will also sound if the If the high mount brakelamp bulb is burnt out
key is in the ignition and any side door is open. or defective.

If any warning light continues to glow after the
condition is serviced, a fault in circuitry may ex-
— at 39°F (4°C) the warning “ICE”" will glow. ist. See your Merkur dealer.

* Imminent front conditions (B)

/\
— at 832°F (0°C) the warning /CEN will glow.

17



Lights

Wipers

Steering Column Adjustment
Automatic Temperature Control
Radio

Interior Equipment

SYSTEM CONTROLS



LIGHT CONTROLS
Headlamp Switch

Ihe headlamp switch is located in the lever
mounted on the right hand side of the steering
column. To operate, move the lever upward one
Or two positions.

* The first position upward turns on parking, side
marker, and tail lamps.

* The second position upward turns on the
headlamps as well as the parking, side marker
and tail lamps.

It the headlamps are left on and the key is
removed or in the OFF position, a buzzer will

sound alerting you to turn off the headlamps.

High or low beam headlamp selection is controll-
o by the multi-function turn signal lever, describ-
o next,

19

Turn Signal/Flash-to-Pass/High
Beam/Set/Decel Switch

This multi-function switch is located on the left
side of the steering column and operates as
follows:

® Push the lever upward (1) to signal for a right

turn.

Pull the lever downward (2) to signal for a left
turn.

Push the lever toward the instrument panel (3)
to change headlamps from low beam to high
beam. The high beam warning light on the in-
strument panel will glow when the high beam
is in operation. Gently pull the lever toward you

until a click is heard to return to low beam.



¢ To momentarily turn on headlamp high beams,
hold the-lever toward you (4). (Activates with
headlamp switch on or off.) The high beam in-
dicator light on the instrument panel will also
illuminate.

NOTE — Refer to Speed Control for Set/Decel
function description.
Instrument Panel lllumination

| I ) S TTECN § | | il 1 4 L —

Rotate the thumbwheel (located beneath the
speedometer) to the left to brighten, or to the right
to dim the instrument panel illumination.

High Mount Brakelamp

A third brakelamp is mounted in the spoiler at the
center line of the liftgate. This high mount
brakelamp is actuated when the brakes are ap-
plied. It is intended to provide an additional signal
to drivers of following vehicles that the vehicle
ahead is slowing or stopping.

20

Hazard Warning Flasher Switch

STTERE

HAZARD WARNIN( ASHER

—

Hazard warning flasher system serves as a war-
ning to other drivers to exercise extreme caution
in approaching, overtaking or passing your
vehicle.

To operate, depress the red button, located on the
top part of the steering column. This activates all
four direction indicator lights simultaneously. To
switch off, depress the button a second time.

The flashers can be used with the ignition switch
in any position. They flash continuously for two
hours (battery fully charged and in good condi-
tion) without excessively discharging the battery.



Fog Lamp Rocker Switch

Interior Lights

(FX
-\ WA § il
U . - [ DOME |
A ! LAMP
o~ "‘\

DOME LAMP
ONIOFF SWITCH

I'he fog lamp rocker switch is located on the left
hand side of the instrument panel. To turn on the
log lamps, depress the bottom of the switch. The
log lamps will only operate when the low beam
headlamps are turned on. A warning light above
tho switch will glow while the fog lamps are in
uporation.
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The interior light above the windshield in the roof
console has three switch positions:

e Light on when front door is open
o Off
e Light on all the time

The interior lights (roof and floor area) are fitted
with a delay action device. After doors have been
closed, the interior lights remain on for an addi-
tional 20 seconds. However, the lights will ex-
tinguish when the ignition is switched on.



Map and Reading Lamps

MAP/READING

LAMPS
(il 7 7 /\\
‘.’ ‘I VI /;\' X e ',:" \
..‘ ]’(\\ ‘ ’.\_\ .,-'/'
II\ \ \\/5 ]

MARP/READING LAMPS-

1S ONIOFF SWITCHES

These lamps are located in the roof console and
may be rotated as needed. Individual rocker swit-
ches control the ON/OFF operation of each light.

22

HORN

W £ T A

! | \"- ’ l'
HORN

Push the pad in the center of the steering wheel
to sound the horn. Check the horn regularly for
proper operation.




CLOCK (Multi-Fuhction Digital)

» ADJUST BUTTON

A, SELECT BUTTON .
(SELECTS DISPLAY)
3. RESET BUTTON
(SETS TIME SEQUENCE
AND RETURNS TIMER
O ZERQ) E

A
The following displays may be selected:

(TIME FORMAT,

TIMER STOP/START,

AND QUICK TIME SET)
D. TIMER SYMBOL
COLON

* “Time” — shows time in hours and minutes.
The display can either be in a 12-hour or
24-hour (military time) format.

* '“Calendar’(Day/Date “European’ style) —
shows the day on the left and the month on

the right. '
» "Elapsed Time'*— shows time elapsed from a

chosen moment in minutes and seconds or
hours and minutes.

23

NOTE — All settings and adjustments can only
be made with the ignition switch in the Il (ON)
position.

The digital display is liquid crystal which can be
read with vehicle ignition off during the day. If the
select button (A) is pressed with the ignition off,
the display will illuminate.

When turning on the ignition, the clock will il-
luminate the time with a colon (E) between the
hours and minutes. When the clock is running,
the colon flashes every second. The display is
dimmed when the vehicle’s exterior lights are
switched on. To obtain the Date display, depress
the select button (A) once. After four seconds, the
Digital Clock display will reappear.

To obtain the elapsed Timer display, press the
select button (A) twice. The unit will show ‘00:00°
with the colon static (not flashing). To return to
the Digital Clock display, depress the select but-
ton (A) once again.



To Set Time and Date

12/24 Hour Format

With the clock showing the time, depress the
reset button (B) once. The display will flash,
showing “12Hor *‘24H", depending on
whether the clock is set to display the time in
a 12-hour or 24-hour format. Depress the ad-
just button (C) to change the display format,

Hours

Depress the reset button (B) again. The hour
number will flash. If the 24-hour format was
selected, the minute number on the right re-
mains static. If the 12-hour format was
selected, an “A’* for a.m. or “P" for p.m. will
appear in place of the minutes. Depress the
adjust button (C) to increase the flashing hour
number.

Minutes

Depress reset bution (B) again. The minute
number on the right of the display will flash.
Depress the adjust button (C) to increase the
flashing minute number.
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* Day

Depress reset button (B) again. The unit will
show the day number on the left (flashing) with
the month number on the right (static).
Depress the adjust button (C) to increase the
flashing day number.

e Month

Depress the reset button (B) again. The unit
will display the day number on the left, and
the month number flashing on the right.
Depress the adjust button (C) to increase the
flashing month number.

After making adjustments, depress reset button
(B) to return to display of time. To revert to time
display at any point during the above setting se-
quence, depress select button (A).

Quick Time Set

This feature enables the clock to be quickly syn-
chronized with an hourly time signal. Whenever
the clock reads 58, 59, 00 or 01 miriutes with any
hour, it can be reset to 00 minutes 00 seconds
by pressing the adjust button (C) once. For
minutes 58 and 59, the hour will be incremented
by one, but for minutes 00 and 01, the hour
displayed is unaffected.



Elapsed Timer Operation

TO START AND STOP ELAPSED TIMER — With
the clock showing the time, push the select but-
ton (A) twice. The clock will display “00:00" with
the colon static. To start the timer, depress the ad-
just button (C) once. The colon will flash and a
dot, the “‘timer symbol’ (D), appears at the top
left of the display. Depressing the adjust button
(C) a second time stops the timer and freezes the
display. Depress the adjust button (C) a third time
to restart the timer from where it stopped.

The timer counts to 59 minutes 59 seconds and
then turns over to one hour 00 minutes and con-
tinues to count at one-minute intervals. When it
reaches 59 hours 59 minutes it automatically
resets to zero and continues counting.

Either of the two other displays can be selected
when the timer is in operation. To obtain the nor-
mal time display, depress the select button (A)
once. To obtain the date display (will display for
four seconds), depress the select button (A) twice.

'he “timer symbol’ (D) will appear on both the
lime and date displays when the timer is in opera-
lion. The timer cannot be stopped or started when
the clock shows the normal time display.
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TO RESET TIMER TO ZERO — With the clock
showing the time, depress the select button (A)
twice to display the timer. To zero the timer,
depress the reset button (B). If the timer was run-
ning, the “timer symbol”’ dot will disappear. The
clock can now be set to show the normal time
display by depressing the select bution (A), or the
timer can be restarted by depressing the adjust
button (C).

When the timer is stopped, the elapsed time will
be retained in its memory until the timer is
restarted, even if the ignition is switched off.
However, if the timer is running when the ignition
is switched off, it will continue to record elapsed
time until the ignition is switched on again and
the timer is stopped or reset. Thus, the timer can
be used to record actual driving time or total
journey time.

Time Display with Ignition OFF

The display is normally visible in good light con-
ditions with the ignition switch OFF. However, the
display can be enhanced for four seconds by
depressing the select button (A) once. This will
display the time, and further presses will display
the date and the timer. The display can be view-
ed at night by switching the parking lamps on.



WINDSHIELD WIPERS AND
WASHERS
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To operate the wiper and washer system, the ig-
nition key must be in the Il (ON) position. The
wiper and washer controls are located on a lever
mounted on the right side of the steering column.

WARNING — Do not use the washers in
freezing weather without first warming
the windshield with the defrosters,
otherwise the washer solution might
freeze on the windshield and obscure
your vision.
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Wiper/Washer Operation

° The first upward position (1) operates the
wipers at normal wiper speed.

The second upward position (2) operates the
wipers at high speed (for extreme conditions).

e With the lever in the downward position (3), the
wiper will wipe once and then pause for a
selected time before wiping. Select the pause
length between wipes by rotating the thumb-
wheel, which is located on the instrument
panel directly below the tachometer.

° The washer spray is operated by pushing the
wash button (4) to the left (toward the steering
wheel). Keep the button depressed for cons-
tant spray. The wiper must be turned on

manually.
CAUTION — Do not operate the windshield

washer when the fluid level is low to prevent
possible damage to the washer pump system.



Liftgate (Rear Window)
Wiper/Washer

LIFTGATH
WIPER/WASHER
ROCKER SWITCH

I'he liftgate wiper/washer rocker switch is located
on the leit hand side of the instrument panel.
Depress the bottom of the switch to its first posi-
llon to operate only the wiper blade. Depress the
nwiteh to its second position and hold to operate
the washer. The liftgate wiper is an unadjustable
Inlermittent wiper,

Windshield Wiper Blade
Maintenance

CAUTION — Commercial hot waxes applied by
automatic car washes have been known to af-
fect the ability of the wipers to clean the
windshield.

Contamination of either the windshield or the
wiper blades with foreign matter can reduce the
effectiveness of the windshield wipers. Common
sources of contamination are insects, tree sap,
and hot wax treatments used by some commer-
cial car washes. If the blades are not wiping pro-
perly, clean both the windshield and the blade
rubber with undiluted Ford Ultra-Clear Windshield
Washer Solution, an equivalent cleaner, or mild
detergent and rinse thoroughly with clear water.
Repeat if necessary.

CAUTION — To prevent damage to the wiper
arms or other components, do not attempt to
move the wipers manually.

To prevent damage to wiper blades, do not use
gasoline, kerosene, paint thinner, or other
solvents on or near the wiper blades.



Refilling Windshield Washer Refilling Liftgate Window Washer

Reservoir Reservoir
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H‘?\ 7 \ .t The reservoir opening is located on the left side
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of the liftgate opening above the left tail lamp.
Refill with the identical solution used in the wind-

Periodically, or when the warning message in- : ,
shield reservoir.

dicates low fluid, fill the reservoir (located in the
engine compartment) with a solution of water and Rear Window Defroster/Heated

Ford Ultra-Clear Windshield Washer solution or Outside Mirrors

equivalent. In addition to removing grime, most 7 — : — SR e
windshield washer solvents contain additives to ' . 5
reduce the freezing point of the solution when us- | == o =\
ed according to directions. | = it

The low windshield washer fluid level warning !
light willilluminate automatically when the reser-
voir is below one-quarter full. |

WARNING — Do not use radiator coolant ' SeeEe= e s e

or antifreeze in the windshield washer ! | ) OUTSIDE MIRRORS |
reseivoir. Radiator coolant in the washer G| ST JOCKER SWITCH |
resetvoir can severely affect visibility | ‘ b ‘
when sprayed on the windshield.
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The rear window defroster switch is located on
the left hand side of the instrument panel. The
heated outside rearview mirrors also work in con-
junction with this switch. Start the engine before
operating the defroster. If there is a heavy ac-
cumulation of snow on the rear window, brush it
off.

NOTE — The rear window defroster must be turn-
ed off manually once the windows and mirrors are
clear,

CAUTION — To prevent damage to the conduc-
tors, which are bonded to the interior surface
of the rear window, never use sharp in-
struments or window cleaners containing
abrasives to clean the interior surface of the
rear window.

IMATE CONTROL SYSTEMS

'he XR4Ti climate control system provides in-
lograted heating and air conditioning units with
Individual controls to maximize versatility to meet
all operating requirements for temperature con-
lrol, defrosting and demisting.

lemperature controlled or air conditioned air can
ho supplied to the windshield, side windows and

the interior of the vehicle through floor ducts or
ventilators located in the instrument panel.

For best performance, remove any snow, ice or
leaves from the air intake below the windshield
on the outside of the vehicle. Do not place articles
under the front seats that will obstruct airflow to
the rear seats.

Control Levers
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Set the temperature control lever (left side) posi-
tion to warm or cool the air temperature inside
the vehicle. The lever may be set anywhere up
or down the slide to vary the air temperature in-
side the vehicle.



wheels. Airflow through ventilators can de
directed up or down by rotating the vent louvers,
or side to side by the control knob located in the
middle of each louver.

Set the air distribution lever (right side) to any of
three primary positions: defrost (DEF), floor (FLR)
or panel (PNL). Intermediate positions between
these three can also be selected to direct airflow

as desired.

Vents and Ducts cLos
Side and Center Panel Vents ="
Sy S W f/ 9 [
_ DOOR WINDOW flf |
( ’«,,/’” DEMIST DUCTS f ‘ “
\ | Il L
s - SI01 A e ‘
VENT OPEN OPEN
FOT l* ''''' —— — B
| O CLOSE
IA Defrost and Floor Ducts
Air will flow through the windshield and demist
OPEN ‘ ducts when the air distribution lever is in the
; \ : defrost paosition. Airflow through the floor ducts
{ PASSENGEF SIDE J is achieved by setting the air distribution lever to

= — the floor position.

R

Air will flow through the side and center panel ~ When the air distribution lever is set to the defrost
vents in all control lever positions. Each vent can or floor position, air will also flow through the
be controlled independently by individual thumk- panel vents unless they are closed.
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Air Conditioning Select/Fan Switch

The volume of air supplied to the system is con-
trolled by the fan switch. This control is also us-
ed to activate the air conditioning system. Turn-
ing the fan switch counterclockwise provides
recirculated air and turning it clockwise provides
outside air. There are three fan speed settings for
both recirculated and outside air.

INDICATES A/C

| OPERATION WHEN LIT

! RECIRCULATED \
| ‘(f»\q 0 i jﬂ
( ~-t‘?zf)x“‘§/\z ' T OUTSIDE

PRESS TO

OPERATE A/C

[

/1) & i IEDRIIISINT
\\ll/f " * FAN SPEED
S— POSITIONS

(QUTSIDE
AlR)

—r

31

To engage the air conditioning, the fan speed con-
trol switch is pressed and a green “LED" is il-
luminated, indicating that the air conditioning is
operating. Pressing this switch a second time will
disengage the air conditioning.

Ventilation Positions

e Set the temperature control lever for comfort
(normally in blue area).

e Open side and/or center vents as desired. To
increase the airflow through these vents, set
the air distribution lever to PNL (closes floor
and defrost ducts).

e Set the fan speed for comfort (recirculated or

outside air).

e Use the RECIRC position when odors from

outside air are undesirable.
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Heating Positions

° Set the temperature control lever for comfort
(normally in red area).

* Setthe air distribution lever to FLR. For max-
imum flow of heat to the floar, close all panel
vents.

e Set the fan speed for comfort (recirculatec or
outside air).

32

PANEL VENTS CLOSED
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Defrosting Positions

* Set the air distribution lever to the defrost posi-
tion (all the way up). Air will flow to the wind-
shield, side window demist vents, and the

panel vents.

® Set the temperature control lever to the highest

red setting.



* [For maximum windshield defrost or demisting,

perform the previous two steps, close all panel
vents, and set the fan speed to maximum (l11)
outside air.

For maximum side window demisting in con-

reduce the air supplied to the floor ducts and
side vents until air is supplied through the
panel vents only.

e — i

PANEL VENTS
CLOSED

junction with windshield defrosting/demisting,
perform the first two defrosting steps, then — ) o
open the outer side vents and direct them at
the side windows.

NOTE — The following tips will help to provide
a comfortable climate for driver and passenger(s).

g & i P WARM AR
* When the air distribution lever is in the panel T ——
position, air is supplied through the panel |y "‘“_‘;‘
vents only. ‘ ; 1 |

» Positioning the air distribution lever anywhere ‘ ﬁ
between the defrost and floor position will pro-
gressively balance air supply between the
windshield ducts and floor ducts.

* Intermediate settings between the floor posi- ( 1
tion toward the panel position will progressively
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Air Conditioning Positions

Set the temperature control lever to the lowest
blue setting.

Set the air distribution lever to PNL for airflow
through panel vents or between PNL and FLR
for distribution of air to panel vents and floor
ducts. Open panel vents to desired position.
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e Set the fan speed as desired, choosing either
OfS or RECIRC, and press the switch to select
A/C mode. RECIRC air is a more efficient posi-
tion than O/S and reduces the humidity level
during A/C operation.

e If discharged air feels too cool, move the
temperature control lever upward to a comfor-
table position.

® o turn off the air conditioning, press the A/C
switch and adjust the fan speed as desired.

Air Conditioning Tips

If your vehicle has been parked with the windows
closed during hot weather (especially under a
direct sun), the air conditioner will do a much
faster job if you drive your vehicle for one or two
minutes with the windows open. This forces most
of the warm air out of the vehicle. Then close the
windows and operate the air conditioner as you
normally would.

During some air conditioning operating condi-
tions, slight engine roughness may be noticed.
This should be considered normal, as the system
is designed to cycle the compressor on and off
to maintain desired cooling. The reduced com-
pressor operation should benefit fuel economy.



Hince the air conditioner removes considerable
moisture from the air during operation, it is nor-
mal if water drips on the pavement under the air
conditioner drain after you have stopped the
vahicle.

When air conditioning is not required, use the fan
nol in the O/S position.

Use the RECIRC position in hot and humid
woather. In this position, the cooler, drier interior
Alr is recirculated, reducing the workload on the
compressor. In the O/S position, the system pulls
In outside air that must be cooled and dried.

NOTE — During the winter months, the air con-
ditioning system should be switched on once a
month for about 10 minutes to keep the system
seals intact. To do this, set the temperature con-
frol lever to HOT and the air conditioning switch
o RECIRC, as otherwise the system will not
operate.
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ELECTRONIC STEREO
RADIO/CASSETTE PLAYER WITH
POWER AMPLIFIER

CAUTION — Use only properly installed, FCC-
approved radio transmitting equipment. Use
of other transmitting equipment may interfere
with your vehicle’s electrical system and may
cause the engine to malfunction or stall.
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Control Functions
A. Volume/On-Off: Push to turn on, push again

to turn off. Turn control clockwise to increase
volume.

. LCD Display

e |ndicates STATION FREQUENCY in Khz for
AM or Mhz for FM.

® |ndicates STEREQO OPERATION when lit.
® Indicates AM or FM1 or FM2 band.

° Indicates selection of DOLBY®
reduction.

B noise

° Indicates selection of LOCAL mode tuning
for SCAN and SEEK operations.

. Tone Controls: The electronic radio has in-
dividual controls to adjust the BASS and TRE-
BLE response of the sound system. To adjust
BASS, rotate the control clockwise for more
BASS; counterclockwise for less. To adjust
TREBLE, rotate the control clockwise for more
TREBLE; counterclockwise for less.

. Band Select: Press either AM or FM button
to select desired band reception. Press FM
button a second time to select FM2 memory
stations, pressing FM bution again reselects
FM1 memory stations.
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. Scan: Press once to scan up-band. Stops

eight seconds on each listenable station, then
continues. Press again to stop scanning and
hold on station.

Manual Tune: Pressing the *“ + " side of the
tuning rocker switch will tune up-band and
pressing the '*-" side of the switch will tune
down-band.

. Seek: To tune up-band, press the SEEK-UP

side of the SEEK rocker switch; to tune down-
band, press the SEEK-DOWN side of the
SEEK rocker switch. When released, tuning
stops on the next listenable station.

Memory Buttons: Pushing any one of the four
station select buttons causes the radio to tune
in the station previously stored. (Do not push
for more than one second.) When the FM but-
ton is depressed once (FM1), four FM stations
may be selected. Depressing the FM button
a second time will allow selection of four more
FM stations (FM2) for a total of eight FM sta-
tions. The two FM memory banks are in-
dicated by a 1 and 2 on the display near the
FM symbol. A total of four AM stations may
be recalled when the AM button is selected.

Press for playing tapes recorded using the
DOLBY® System. Press again to deactivate.



J. Firmly press in left hand (REWIND) button to
rewind tape. Lightly press right hand button to
cancel function before end of tape. If the func-
lion is not cancelled, the player will
automatically replay tape. Firmly press in the
right hand (FORWARD) button for fast forward.
Cancel by lightly pressing left hand button. If
the function is not cancelled, the player will
automatically reverse and play the other side
of the tape. Both REWIND and FORWARD
functions are cancelled by ejecting the
cassette or pressing the tape travel REVERSE
button (M).

. Depress the CrO, (Equalization) switch when
playing CrO, or metal tapes. Press again to
de-activate.

l.. Press to EJECT cassette.

. At any time, the tape transport mechanism
can be changed to play the other side of the
tape by pressing the REVERSE button.

. Local/Distant: Toggles between local and dis-
tant mode. Local mode is for use in
metropolitan areas for locating the strongest
(i.e., local) stations available with the seek and
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scan functions only. Local mode only indicated
in display.

Tape Travel Indicators:

These indicate the side of the tape being
played (direction of tape travel). Left hand in-
dicator will illuminate for lower side of cassette
and right hand indicator will illuminate for up-
per side of cassette (as inserted in tape

player).
Storing a Station in Memory

Push-button tuning is provided by storing 12
preferred broadcasting stations (eight FM and
four AM) in the radio’s memory.

To set the MEMORY button, use manual TUNE,
SEEK or SCAN tuning to select the desired sta-
tion. When the station is tuned, depress and hold
a memory button for a minimum of two seconds.
When the memory button is depressed, the sta-
tion’s sound will be interrupted for approximate-
ly two seconds. When the station’s sound returns,
the button is SET and may be released. This pro-
cess is repeated for each of the MEMORY
buttons.



Cassette Tape Player

Insert the tape cassette, open edge to the right
to play (radio on, ignition in ACC or RUN posi-
tion I or Il). Adjust volume, tone and speaker
balance as for radio programs. At the end of the
tape, the cassette automatically reverses and
plays the other side of the tape. At any time the
tape transport mechanism can be changed to
play the other side of the tape by pressing the
REVERSE button.

The Dolby® System is a noise reduction system
manufactured under license from Dolby
Laboratories. Dolby® and the double-D symbol
are trademarks of Dolby Laboratories Licensing
Corporation.

NOTE — Before turning off radio or the ignition
of vehicle, always eject any cassette being played.
Leaving the tape mechanism stopped while a
tape is engaged can result in damage to the tape
or pinch roller.

Operating Precautions

When inserting a tape cassette into the tape slot,
it should be firmly pushed in and down to ensure
that it is properly seated.
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Do not leave a tape cassette engaged in the tape
player slot when not in use. Remove it complete-
ly to permit the slot door to close and keep out
airborne dirt. Disengaging the cassette from the
tape playback head in this manner will also pre-
vent a flat spot from developing on the pinch roller.

Take care to protect the open edge of the cassette
from damage, dirt, oil and grease. When not in
use, store cassettes in their protective cases with
hub locks in place. Otherwise, the tape could
loosen on its hubs, which could cause the tape
to spill or jam in the player. If a cassette is found
with loose tape, be sure it is rewound firmly
around the hubs before using it. Never try to open
a cassette or pull the tape out of it.

Cassette Irregularities

Cassette tapes can vary in performance and size,
resulting in occasional problems with certain
specific cassettes. If any one cassette gives con-
tinual trouble, discontinue using it.

For best results, use cassette tapes with no more
than 90 minutes of playing time. The thinness of
the tapes used in C120 and C180 cassettes
makes the tape more likely to stretch and break.
A stretched tape will result in poor sound quality.



If weak or wavering sound is encountered, it is
suggested that the player be checked by using
i tape of known quality. If the tape cassette is rul-
od out as the cause, routine cleaning may restore
normal operation.

Temperature Extremes

Do not expose tape cassettes to intense sunlight
or other temperature extremes. If they do become
oxposed to high or low temperatures, allow each
cnssette to reach a moderate temperature before
playing. During cold weather, it is advisable to
luke cassettes indoors overnight to protect them.

In extremely cold weather, the tape player may
noed a few minutes to warm up before deliver-
ing full sound quality.

Cassette Stowage Compartment —
Console
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This compartment is located in the center con-
sole and holds six cassette tapes. To open, pull
up the notched edge at the front of the lid.

Antenna

The antenna is incorporated in the rear window
and requires no maintenance apart from careful,
occasional, window cleaning.

Cassette Tape Player Head

Over a period of time, the playback head,
capstans and pinch rollers accumulate an oxide
residue as the tape passes through the com-
ponents while playing. Depending on the quality
of tape used, more or less oxide will accumulate.
Oxide accumulation can cause weak or waver-
ing sound and damage to the cassette tape
andfor player.

It is recommended for best performance that the
tape player be cleaned after every 10 to 12 hours
of playing time with a Ford Cassetie Cleaning
Cartridge available at your Merkur dealer.

CAUTION — The use of other cassetie
cleaners is not recommended as damage to
the cassette player could result.



Power Windows

WARNING — Do not allow children an

opportunity to play with power windows.
i They may accidentally injure
| themselves, perhaps seriously.

The power amplifier boosts the low radio output
to a much higher level to aid in the quality of
sound reproduction. In addition, the power
amplifier contains the Front-to-Rear (Fade) and
Left-to-Right (Balance) speaker control.

The power amplifier and the stereo speakers are

of matched power and impedance rating and Swiiches for operating the power windows are

should only be replaced with components of the  located on the center console. To lower the win-

same rating. dow, depress the bottom of the rocker switch. To
raise the window, depress the top of the rocker
switch.
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Rear Quarter Windows
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1o open, pull the hinged lever forward, then push
outward and to the rear until it locks, as illustrated.
10 close, pull the hinged lever inward and press
it toward the rear.

Moon Roof

WARNING — Do not allow children an
opportunity to play with the moon roof.
They wmay accidentally injure
themselves, perhaps seriously.
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MOON ROOF
CRANK HANDLE
OPERATING
POSITION

To operate, ease the hand crank from the recess
between the map lamps and turn it
counterclockwise to open or clockwise to close
the roof. Always fold the handle back into its
recessed location after use.

CRANK
COUNTERCLOCKWISE
/ TO OPEN
AT
£ N




The back edge of the moon roof panel may also
be partially flipped upward for ventilation. From
the closed position, first turn the hand crank
clockwise one turn or until resistance is felt and
the rear edge of the moon roof tilts upward. To
close, turn hand crank counterclockwise.

The adjustable sun shade can be pushed forward
or backward as desired when the roof panel is
in the closed or tilted position. Opening the roof
will automatically retract the sun shade.

Moving parts are permanently lubricated. The on-
ly maintenance required is to periodically wipe
the guide rails with a clean cloth.
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WARNING — Be sure to LOCK ALL
DOORS before driving away. Locking the
doors, along with using the safety belts
provided, will minimize the risk of injury
or ejection in an accident.

Door Locks — Inside
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DRIVER'S DOOR j

The door lock lever is located inside the door han-
dle. To unlock the door, move the lever until the
orange stripe is visible. To lock the door, move
the lever until the orange stripe is no longer visi-
ble. Operating the driver’s door lock will also
automatically lock (or unlock) the passenger door
and liftgate on vehicles equipped with power door
locks.



Door Locks

DOOR HANDLE—
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DRIVER'S DOOR

T'his system allows remote locking or unlocking
of both doors and the liftgate by the driver’s door
lock using the key or inside lock lever. The
passenger door and liftgate locks can be manual-
ly operated independently of the central door lock-
Ing system.

Liftgate Lock

s
URN KEY,
PRESS TO OPEN

| v \u /|
| UNLOCK [J.i‘_;-___;{,-
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To unlock the liftgate, insert the key and turn
counterclockwise and then return it to the straight
up position. Push the button in to open the liftgate.
Once the liftgate is unlocked, it will remain unlock-
ed until it is locked with the key or power door
lock system. To lock the liftgate with the key, in-
sert the key and turn it clockwise.

CAUTION — To prevent premature damage to
the lifigate door lift cylinders and attaching
hardware, the liftgate door must be fully clos-
ed before driving the vehicle.

HOOD RELEASE
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HOOD RELEASE—
PULL TO OPEN
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Release the hood latch from inside your vehicle
by pulling the release handle, located on the
underside of the steering column. Then, to raise
the hood, release the auxiliary catch between the
hood and the center of the grill and lift the hood.
Insert the hood prop rod into the black plastic
socket on the underside of the hood. When clos-
ed, always make sure the hood is securely
latched.

CAUTION — The cooling fan may come on
automatically without warning when the key
is in position Il, even if the engine is not run-
ning. To avoid possibility of personal injury,
you should always disconnect the battery
before working near the fan, unless the work
you are performing requires otherwise.
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WARNING — To avoid the possibility of
personal injury, do not release the hood
latch until the gearshift selector lever
has been securely latched in P (PARK)
(automatic transmission) or in 1 (FIRST)
(manual transmission), the parking brake
has been fully set, the engine has been
turned off and the key has been remov-
ed from the ignition lock cylinder.

If it is necessary to work under the hood
with the engine running, be sure that the
gearshift selector lever is securely latch-
ed in P (PARK) (automatic transmission)
or N (NEUTRAL) (manual transmission)
and the parking brake is fully set. Unex-
pected and possibly sudden vehicle
movement may occur if these precau-
tions are not taken. Do not permit any
clothing, such as neckties or handker-
chiefs, near the engine or radiator fan.
They can become entangled in moving
parts and result in damage to the vehi-
cle or personal injury. Also remove wat-
ches, bracelets and rings.

To avoid the risk of fire and personal in-
jury, do not start the engine with the air
cleaner removed.



Engine Compartment lllumination

Your XR4Ti is equipped with a courtesy lamp at-

Coin Storage Compahment

Inched to the underside of the hood. This lamp
only operates when the parking lamps are on.

—

GLOVE COMPARTMENT
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COIN STORAGE
COMPARTMENT

TO OPEN

I'he locking glove compartment is located on the
nght side of the instrument panel. To open,

This compartment is located under the instrument
panel to the right of the steering wheel. Pull
SQUEEZE
downward to open, push upward to close.

ASH RECEPTACLES AND
tueeze the sides of the lock. The glove compart-

LIGHTERS

ment light will iluminate when the headlamps are
nwitched on.

INSTRUMENT PANEL
ASH RECEPTACLE

LIGHTER
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The lighters are located in two places: on the in-
strument panel beneath the speaker control
joystick and on the back of the center console.

To operate, depress the lighter. It will pop out
when heated and ready for use.

The front seat ash receptacle is also located on
the instrument panel to the right of the lighter.

To open, pull the ash receptacle out from the bot-
tom. To empty, fully open the ash receptacle,
depress the retaining spring down and pull the
ash receptacle out. Make sure the retaining spring
is depressed when replacing the ash receptacle.

46

Rear Ash Receptacles

Rear ash receptacles are recessed into the side
trim on the right and left hand sides of the vehi-
cle. To open, pull the top edge of the ash recep-
tacle downward. Depress the center retaining clip
to remove the ash receptacle, as illustrated. When
replacing the ash receptacle, locate the bottom
of the ash receptacle in the lower part of the aper-
ture, depress the center retaining clip, and push
the top of the ash receptacle inward.



REAR PARCEL TRAY
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The parcel tray is located between the rear seat
back and the liftgate window. To remove, unhook
both retaining cords from the buttons on the lif-
tgate, pull the parcel tray toward the rear of the
vehicle to clear the lockpins and then lift the tray.

Parcel Tray Storage Box
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A small storage area is built into the parcel tray
on the right hand side. Lift cover to open.



Luggage Retention Net

The rear storage compartment is equipped with
a stretchable mesh net to keep smaller packages,
etc., from sliding about while you are driving. The
net is hooked into four ‘D‘ rings placed approx-
imately in each corner of storage area. The rings
are accessible through slits cut into the carpeting.
The net must be installed with the narrow side
toward the front of the vehicle.

NOTE — To access your spare tire always remove
the rear net hooks before lifting the carpeting.
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Occupant Restraint Systems
Seating Operation
Mirrors

Steering/Brakes

DRIVING PRELIMINARIES




safety belts for maximum protection in the
event of a collision. All vehicle occupants,
including pregnant women, should be sure
the lap belt, or lap belt portion of the lap-
shoulder belt, is fitted snugly and as low
as possible around the hips, not the waist.
Shoulder belts should also be properly ad-
justed for minimum slack. Failure to proper-
ly utilize the safety belts may increase the
chance and/or severity of injury in the event
of a collision.

OCCUPANT RESTRAINT SYSTEMS

WARNING — Be sure to LOCK ALL DOORS
before driving away. Locking the doors,
along with using the safety belis provided
will minimize the risk of injury or ejection
in an accident.

I'ord Motor Company recommends that you always
‘buckle up’ for safety. In some areas, restraint system
use is required by law.

WARNING — Passengers should not be
allowed to ride in the cargo area of any vehi-
cle. Persons who are not riding in a seat
with a fastened safety belt are much more
likely o suffer serious bodily injury in the
event of a collision.

WARNING — All vehicle occupanis in-
cluding pregnant women, should wear their
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According to accident statistics, properly
restrained children are safer in the rear seat
than in the front seat. For young children,
infant and child restraints should be obtain-
ed and used in accordance with the instruc-
tions provided by the manufacturer of the
infant and child restraint. See Infant and
Child Restraints in this section. Child
restraint use is required by law.



Front and Rear Lap-Shoulder Inertia Reel
Safety Belts

The belt system allows for freedom of movement,
locking tightly only on hard braking, sharp corner-
ing or impacis of approximately 5 mph (8 km/h) or
more. The system can be made to lock by jerking
on the belt, which can also be used to check the
functioning of the safety belt. After entering your
vehicle, close the door and adjust the seat to obtain
the best position for your driving comfort, access to
controls and visibility (see Seat Adjustment
Procedures).

FASTENING BELTS — Pull the lap-shoulder belt
steadily from the retractor so the shoulder portion
of the belt crosses your shoulder and chest and in-
sert the belt tongue into the buckle until a click is
heard (see illustration). Check that the tongue is lat-
ched securely in the buckle.
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NOTE — For front safety belts, ensure that the web-
bing is located at the front of the slider bar when
worn.

¢ |

UNFASTENING BELTS — To release the belt, press
the red button on the buckle (see illustration) and
then guide the safety belt back into the stowed posi-
tion with the tongue facing inboard. Ensure that the
front belt webbing has travelled to the rear of the
slider bar and is not obstructing the door opening.

UNTANGLING BELTS — If the belt webbing
becomes twisted by use, it may cause the retractor
to jam. If this occurs, you can free the belt by:

e Pulling on the belt with both hands io tighten it
on the retractor spool.

e Feeding the belt back into the retractor until it is
completely rewound. Repeat the previous step if
necessary.



¢ Pulling the belt out of the retractor as far as it will
(o. Remove any foreign matter or untwist the belt
as necessary and let the belt steadily retract.

WARNING — Never wear the shoulder belt
under the arm.

Never swing it around your neck over the
inside shoulder.

Never use a safety belt for more than one
person.

Use the shoulder belt on the outside
shoulder only.

Be sure the lap portion of the belt is fitted
snugly, and as low as possible, around the
hips, not on the waist.

Never obstruct the belt travel along the
slider bar, and always ensure that the web-
bing is located at the front of the bar
whenever the safety belt is worn.

Always ensure that if the rear seat is fold-
ed, the webbing for the front safety belts
is not trapped or restricted in movement.

After returning the rear seat back to its nor-
mal position, ensure that the rear safety
belts are not trapped behind the seat back
or cushion,
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Failure to follow these precautions could in-
crease the chance and/or severity of injury
in an accident. If you have any doubts on
the use of the safety belts, consult you
Merkur dealer.

Center Rear Lap Belts
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The rear center lap belt does not have a retractor
and therefore must be adjusted to the correct posi-
tion for wearing, and should be shortened and
fastened when not in use.

To lengthen the belt, squeeze the tongue into the
adjuster and tilt until the adjuster can slide along the
webbing (see illustration below). To fasten the belt,
insert the tongue into the buckle until the latch
engages and you hear a click (illustration on the
previous page). To tighten the belt when fastened,
push the adjuster toward the buckle with one hand
while pulling the webbing with the other hand until
the belt is snug. To release the belt, press the red
button on the end of the buckle.



WARNING — Be sure the lap belt is fitted
snugly, and as low as possible around the
hips, not around the waist. Failure to do so
may increase the chance of injury in the
event of a collision.

Safety Belt Maintenance

Safety belt assemblies should be periodically in-
spected to ensure that they have not become damag-
ed and that they remain in proper operating condi-
tion, especially if they have been subjected to severe
stress. Check that the buckle latches properly and
the retractor mechanism functions correctly by lock-
ing when the belt is given a sharp tug. Look for signs
of excessive fraying or cuts. Never lubricate the
mechanisms.
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WARNING — All safety belt assemblies in-
cluding retractors and attaching hardware
should be inspected after any collision.
Ford recommends that all safety belt
assemblies in use during a collision be
replaced unless the collision was minor and
the belts show no damage and continue to
operate properly. Safety belt assemblies not
in use during a collision should also be in-
spected and replaced if either damage or
improper operation is noted.

Infant and Child Restraints

WARNING — For maximum protection in
the event of a collision or sudden stop,
always protect the infant and child oc-
cupants of your vehicle with an infant or
child safety seat designed especially for
them and which conforms to applicable
motor vehicle safety standards. Do not per-
mit children to sit where they cannot be pro-
perly restrained.

According to accident statistics, properly
restrained children are safer in the rear seat
than in the front seat.



If infant and child safety seats are not in-
stalled and used correctly, they may not
provide the protection they were designed
to provide. Be sure to read and follow
carefully all of the installation and use in-
structions, and obey all warnings supplied
with the infant and child safety seats.

All child restraint systems are designed to
be secured in vehicle seats by lap belts or
the lap belt portion of a lap-shoulder belt
system. Using a child restraint without pro-
perly securing it to the vehicle could in-
crease the risk of personal injury to the
child occupying it in a collision or sudden
stop. An improperly installed child restraint
sysiem could also endanger other oc-
cupants of the vehicle.

The following test should be performed
after properly installing an infant or child
safety seat in the rear center seating posi-
tion. Before placing the child in the infant
or child seat, forcibly tilt the infant or child
seat from side to side, and also tug it for-
ward, to see if the lap belt holds it securely
in place. If belt slippage occurs, the infant
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or child seat should be properly installed
in a different seating position.

Do not use the type of infant or child seat
that attaches to a seat back, because the
seat back may not support the load in the
event of a collision. Never leave a child
unattended in your vehicle. Always remove
the key from the ignition and take it with
you.

WARNING — Since a safety belt or child
restraint can become very hot if it is left in
a closed vehicle, be sure and check the seat
cover and buckles before placing a child in
them.

A child should never be allowed to ride unrestrain-
ed. The Ford Infant Carrier and Ford Tot-Guard are
available from you Merkur dealer and may be
ordered directly from Ford Motor Company. Both ac-
cessory units are secured by vehicle lap belts or lap-
shoulder belts and do not rely on the seat back for
their support. These child safety seats are for use
only in forward facing vehicle seats equipped with
a safety belt.



SEATING POSITION WITH
LAP SAFETY BELTS ONLY

SEATING POSITIONS WITH

LAP-SHOULDER SAFETY BELTS
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